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Technical Data Sheet 
 

SILVERHOOK SILICONE GREASE 
Ref: SGPGT90 

   

PRODUCTS 

 

Silverhook Silicone Grease – SGPGT90 
 

 

PRODUCT DESCRIPTION 

 

Silicone Grease is a water repellent, non-melting silicone grease lubricant. In addition to its 
dielectric advantages, silicone grease is also used to lubricate plastic and polythene water pipes 
and other fluid pipework during assembly. 
Silicone Grease, has no effect on plastics, rubbers or metals, it remains essentially unaltered in 
daylight & UV light and at temperatures between -50oC and + 280oC. 
It is tasteless, odourless and non-toxic and is classed as an environmentally/user friendly product. 
 
 
APPLICATION 

 

Silicone Grease is mainly used in the construction of plastic and polythene pipework, to aid "O" 
ring assembly, also acting as a water proof or air tight seal on the joint face for the duration of the 
fixture. 
Anti-tracking, anti-corona discharge coating, waterproofing electric systems, and major uses in the 
automotive assembly sector primarily for the insulation and/or waterproofing of 
electric/electronic components and assemblies. 
Protection of porous metallic or ceramic coated metals exposed to seawater spray and rain. 
Lubrication of "O" rings and seals in pneumatics, compressed air systems, and plastic plumbing 
systems with the construction industry. 
Lubrication of instruments, subject to high and low extreme temperatures, centrifuge and 
autoclave lid seals, cold room trolley casters, anti-spatter agents. Glass and ceramic stopcock and 
gland lubricant and release agents. 
 
 
PHYSICAL PROPERTIES 

 
Colour     Grey/Translucent 
Specific Gravity   1.04 
Unworked Penetration  260 
Recommended Temperature Range 50oC to 280oC 
Flash Point    300oC 
% Weight Loss    1.2 (24hr at 150oC) 
Dielectric Strength   Approx. 20kv/mm 
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Approval Status 
 
This product is listed by the United Kingdom Water Fittings Byelaws Scheme under Approval No. 
1007514 as being WRC Approved for use with cold and hot water up to 85oC as a pipe joint 
lubricant. 
 
 
The content of this data sheet is given in good faith but without warranty. 

 
 
 
 
 

 
 
 


